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bunded generator tANKS



Bunded generator tanks
Super tough, reliable and versatile

Stackable design makes generator tanks ideal for transporting and storing diesel fuel

lockable lid with anti-vandal lock cover 
and gas strut opening keeps dispensing 
equipment and tank inlets/outlets secure

multiple generator feed and return 
connections for a wide range of applications

product codes
Capacity
1,000 litre
2,000 litre
3,000 litre

Code
0030
0035
0040

 Heavy duty design with all-steel construction
 U.N. approved for transporting diesel on the highway
 Fully compliant with current environmental regulations
 3 pairs of generator feed and return connections
 Compact and stackable design for efficient transport and storage
 4 x lifting eyes and forklift pockets for safe and easy lifting and moving
 Secure lid with anti-vandal padlock cover and gas strut opening
 10-year tank warranty for peace of mind

U.N. Approved




(220 gallon)
(330 gallon)
(440 gallon)

overview
In developing our range of bunded generator supply tanks we've focused on 
producing a tough, user-friendly product with exceptional longevity, designed to 
provide excellent value for money. Featuring a compact and stackable design, 
these fuel tanks can be used in a wide variety of applications – ranging from the 
events and power generation industries, to groundworks, heavy construction and 
even the provision of emergency power. Constructed from 3mm and 4mm steel, 
these bunded diesel tanks are extremely tough and built to withstand heavy use.

key features

For fuel dispensing options please see below



Super tough, reliable and versatile

technical details

1,000 LITRES (220 gallons)

2,000 LITRES (440 gallons)

3,000 LITRES (660 gallons)

1,262

2,315

2,315

1,262

1,262

1,705

1,300

1,300

1,300

470

725

865

1,320

2,425

3,475

inner tank connections

1,000 LITRE 2,000 LITRE 3,000 LITRE

Bunded generator tanks

CAPACITY
LENGTH

(mm)
WIDTH
(mm)

height
(mm)

empty weight
(kg)

full weight
(kg)

max. hose 
length (m)

steel thickness 
Inner tank (mm)

steel thickness 
outer tank (mm)

3

3

3

3

3

3

3

3

3

Standard colour:
ANTHRACITE

GREY

020
RAL7016



auto shut-off trigger
2150-100

3m x ¾” diesel hose
2400-280

12/24V 50L/min pump
2001-500

Package code Pump Hose Trigger

GT 010

Gt 011

Bunded generator tanks
Super tough, reliable and versatile

FueL Dispensing packages

auto shut-off trigger
2150-100

3m x ¾” diesel hose
2400-280

12/24V 50L/min pump
2001-500

Filter

particle filter
2300-050



Notes 



ANTHRACITE
GREY

?
020 010 040 060 080 100

SHORTEst 
LEAD TIME additional 10 days lead time

SIGNAL 
WHITE

POST OFFICE
RED

DEEP BRONZE
GREEN

SIGNAL
YELLOW

COBALT
BLUE

RAL7016 RAL9003 BS381C/538 BS381C/224 RAL1003 RAL5013

COLOUR OPTIONS

ANTHRACITE
GREY

?
020 010 040060 080 100

SHORTEST LEAD TIME

SIGNAL 
WHITE

POST OFFICE
RED

DEEP BRONZE
GREEN

SIGNAL
YELLOW

COBALT
BLUE

RAL7016 RAL9003 BS381C/538BS381C/224 RAL1003 RAL5013

FUELCUBES
GENERATOR TANKS
Fuelstores
HIGHWAY BOWSERS
SITE BOWSERS

BULK TANKS

additional 14 days 
lead time

additional 14 days 
lead time

500
£100 charge per unit 

Customer must 
provide RAL code

CUSTOM

CUSTOM

500
£100 charge per unit

Customer must 
provide RAL code



Please Note:
All information and images in this brochure are for illustrative purposes only. Technical details are included as a guide and should be treated as 

approximate values. Confirmation of exact figures can be given at time of order and during any subsequent design period. 



Tel: +44 (0)1524 850685      
Web: www.fuelproof.co.uk      

email: sales@fuelproof.co.uk

Fuel proof ltd
Middleton Business Park

Middleton Road
Heysham

Lancashire
LA3 3FH
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