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2020 Product guide
site diesel bowsers with adblue storage



Stainless steel adblue tank / lockable door

8000 litre site diesel bowser c/w 1000L AdBlue tank

Overview
Our range of Diesel+AdBlue site towable bowsers are an all-in-one unit built to store, 
transport and dispense both Diesel and AdBlue. These units feature an all-steel 
contruction with 110% bunded Diesel tank, stainless steel AdBlue tank, twin dispensing 
systems and an integral chassis with heavy-duty running gear and large flotation tyres 
for rough terrain. These bowsers are fully compliant with current regulations, and are 
ideal for applications where both Diesel and AdBlue need to be transported around 
sites.

Site diesel bowsers with adblue storage
for storing, transporting and dispensing both diesel and adblue

product codes 
Capacity
4,000L DIESEL / 500L ADBLUE
6,000L DIESEL / 1000L ADBLUE
8,000L DIESEL / 1000L ADBLUE

Code
0445
0462
0465

key features
u Fully compliant with current environmental regulations
u All-steel construction and reinforced, integral chassis
u Dual storage: 110% bunded Diesel tank & stainless-steel AdBlue tank
u Baffled inner diesel tank ensuring excellent stability
u Dual dispensing systems - one for each tank
u Choice of pump options to match your machines, vehicles & application
u Secure full height cabinet for access to dispensing equipment and tank connections
u Access steps and galvanised refuelling platform (6,000 and 8,000 litre models only)
u Manway for tank cleaning and inspection
u Heavy duty running gear and steel mudguards
u Hydraulic brakes
u Shot blasted to SA 2.5 and painted in 2-pack polyurethane finish
u 3 year warranty for peace of mind

HIGH QUALITY DIESEL & ADBLUE DISPENSING
EQUIPMENT

secure full height cabinet houses tank connections 
and dual dispensing systems for diesel and adblue

For standard Adblue tank dispensing Kit please see  below



Site diesel bowsers with adblue storage
for storing, transporting and dispensing both diesel and adblue

CAPACITY

technical details
LENGTH

(mm)
WIDTH
(mm)

height
(mm)

empty weight
(kg)

full weight
(kg)

steel thickness 
Inner tank (mm)

6,000L DIESEL 1000L ADBLUE

8,000L DIESEL

5,520

5,875

6,733

2,350

2,687

2,739

2,350

2,665

2,871

2,995

3,902

4,195

6,961

9,823

11,816

steel thickness 
outer tank (mm)

6,000 LITRE 8,000 LITRE

5

5

5

4

5

5

Standard colour:
ANTHRACITE

GREY

020
RAL7016

Fold down step for access to diesel dispensing cabinet High flow diesel engined pump option on diesel tank

1000L ADBLUE

max. hose 
length (m)

cabinet 
depth (mm)

12

12

12

818

908

829

max. hose 
length (m)

cabinet 
depth (mm)

4

4

4

256

502

502

ADBLUE CABINETDiesel CABINET

Diesel tank connections
u Rotary tank contents gauge
u 3” BSP fill point
u 2” BSP fill point 
u 2” suction line with overfill 

4,000L DIESEL 500L ADBLUE

AdBlue tank connections
u 2” BSP fill point 

4,000 LITRE



Site diesel bowsers with adblue storage
Standard adblue dispensing package

Package code Pump Hose Trigger Level gauge

12V 35 litre/min pump
2080-000

4m x Adblue hose
2080-020

UNITOP level gauge
2580-030

Automatic adblue nozzle
2080-015

AB010
Price: Included

20w 12v solar panel
2560-102

AB 011
Price: £403.00

AB012
Price: £364.00

ab 013
Price: £767.00

10m x 3/4” diesel hose 
with retractable reel*

12v battery / carrier
2550-040

12v battery / carrier
2550-040

20w 12v solar panel
2560-102

12V 35 litre/min pump
2080-000

4m x Adblue hose
2080-020

Automatic adblue nozzle
2080-015

10m x 3/4” diesel hose 
with retractable reel*

12V 35 litre/min pump
2080-000

12V 35 litre/min pump
2080-000

Automatic adblue nozzle
2080-015

Automatic adblue nozzle
2080-015

UNITOP level gauge
2580-030

UNITOP level gauge
2580-030

UNITOP level gauge
2580-030

*only applicable to petrol/hydraulic pumps

Battery* solar panel*

*unable to accomodate hose reel in 4,500L

*unable to accomodate hose reel in 4,500L



Notes



ANTHRACITE
GREY

?
020 010 040 060 080 100 500

SHORTEst 
LEAD TIME additional 10 days lead time

SIGNAL 
WHITE

POST OFFICE
RED

DEEP BRONZE
GREEN

SIGNAL
YELLOW

COBALT
BLUE

RAL7016 RAL9003 BS381C/538 BS381C/224 RAL1003 RAL5013

COLOUR OPTIONS

ANTHRACITE
GREY

?
020 010 040060 080 100 500

SHORTEST LEAD TIME

SIGNAL 
WHITE

POST OFFICE
RED

DEEP BRONZE
GREEN

SIGNAL
YELLOW

COBALT
BLUE

RAL7016 RAL9003 BS381C/538BS381C/224 RAL1003 RAL5013

FUELCUBES
GENERATOR TANKS
Fuelstores
HIGHWAY BOWSERS
SITE BOWSERS

BULK TANKS

additional 14 days 
lead time

additional 14 days 
lead time

£100 charge per unit
Customer must 

provide RAL code

Customer must 
provide RAL code

CUSTOM

CUSTOM



Please Note:
All information and images in this brochure are for illustrative purposes only.  Technical details are included as a guide and should be treated as 

approximate values.  Confirmation of exact figures can be given at time of order and during any subsequent design period. 
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